YONGSEENG Yongsheng Technology Co. Ltd.

lithiumions-battery.com

-

Shockproof Durable Electric Drill Battery 21700 9V 2500MAH Cordless

Basic Information

o Place of Origin: China
O o Certification: 1ISO 9001,UL,CE,MSDS,etc
(- o Model Number: MAKITA9V
=
U e Minimum Order Quantity: 100PCS
8 o Price: Negotiable
CC)' o Packaging Details: Standard Export Carton,Wooden Case
') ,Pallet etc.
—
=1 o Delivery Time: 7~30 days
g o Payment Terms: /T
o o Supply Ability: 3500 Per Months
(e
o
=z
o
-}

Product Specification

o Cell Material: Lithium Iron
Phosphate/NCM/NIMH/Coltbat,etc

o Cell Brand: Local Brand
/BYD/Sony/SANYO/Panasonic/Sumsung/

o OEM/ODM: Acceptable

« Voltage: 9.6VV/Customized(14V,18V,21V0

o Capacity: 2.5AH/Customized(3/4A/5AH)

o BMS: Yes

o Dimension: 85*70*100mm

e ABS Lock: Yes

« Highlight: Shockproof Electric Drill Battery,

Durable Electric Drill Battery,
Replacement Rechargeable Batteries For
Cordless Dril
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Product Description

21700 9V 2500MAH Panasonic Cell Shockproof Durable MAKITA Electric Drill Pack With Hard Steel Case For Electric Drill

Features:

Real capacity continuous battery life, high performance, explosion-proof

The shell is made of anti-drop engineering PD plastic, which is impact-resistant, has strong anti-drop ability, and has a fire rating of 94V0
Industrial grade high performance lithium battery

Power precision connector:Contact sheet safety design, shockproof, provide stable power supply current

No Fear of Wind and Rain,Waterproof and drop proof

Perfect replacement for the original battery of Makita series electric drill

Battery Indicator :Check the remaining power with one key, and plan the working time reasonably and replenish the power in time

No memory effect, it can be charged at any stage, economically and conveniently

Good consistency, low self discharge

Type TL-MAK-9.6V
Nominal Voltage 9.6V
Capacity 1500 mAH 2000 mAH 2500 mAH 3000 mAH
Weight 6409
Dimension 85*70*100mm
Battery Type NIMH
Cycle Times 500Cycle Times

192681-5/192698-2/1222/1220/193157-5/192698-

8/1233/192598-2/638347-8-2/193681-6/1200/1201/1201A/1235

16207D 6222DE 6222DWE 6226D 6226DW 6226 DWBE

6226DWE 6260D 6260DWE 6260DWPE 6261D 6261DWPE
6503D 6503DWA 6503DWAE 6503DWD 6503DWDE 503DWF
6503DWFE 6908D 6908DA 6908DWA 6908DWAE 6908DWDE
6909D 6991D 6992D BMR100
DA392D DA392DW DA392DWA DA392DWD DA392DWF
DA392DZ
ML903

Replaceable original battery model

Adapter model







High-end test equipment

Ensure high reliability of battery performance

Heavy impact vibration

-
High and low
temperature cycle box

Mechanical Shock
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Delivery Times

- Material Preparation Time: 7-15 days (or inventory)
- Production & Assembly Time 3-10 days

- Testing & Packaging Time: 2-10 days

- Total Delivery Time: 30-45days

- The faster delivery could be negotiable.

OEM/ODM Service:
If you want to display your own brand logo in products, bags, labels or anywhere. Or you need to develop battery packs according to your
product orientation. Our OEM and ODM services are ready to do it.

Packing:
According to Stardard Export Packing.
Carton box, wooden box, wooden pallet

Welocme to inquiry ,Thank you !!
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YONGSE=NG  Yongsheng Technology Co. Ltd.

e +86 13711839030 e admin@ysxny.Itd @ lithiumions-battery.com

7th Floor, Building 1, Wanfeng Technology Industry Center, Changping Town, Dongguan City, Guangdong
Province, China
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